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1
DEVICE AND METHOD FOR NRZ CDR
CALIBRATION

CROSS-REFERENCES TO RELATED
APPLICATIONS

This non-provisional application claims priority under 35
U.S.C. §119(a) on Patent Application No. 99119963 filed in
Taiwan, R.O.C. on Jun. 18, 2010, the entire contents of
which are hereby incorporated by reference.

BACKGROUND OF THE INVENTION

1. Technical Field

The disclosure relates to a receiver device, and more
particularly to a device and a method for Non Return to Zero
(NRZ) Clock Data Recovery (CDR) calibration.

2. Related Art

FIG. 1 shows the architecture of an ordinary communi-
cation system, which includes a transmitter 101, a channel
102 and a receiver equalizer 103. The receiver equalizer 103
includes an equalization filter 110 and a CDR unit 120. The
equalization filter 110 is used for receiving a channel signal
VX and compensating the channel signal VX to obtain a
compensative signal X, and the CDR unit 120 is used for
receiving the compensative signal X and outputting a data
signal 7Z and a sampling clock signal CLK.

If the CDR unit 120 in the prior art adjusts the sampling
clock signal CLK without considering data dependence
during data transition, a correct CLK may be adjusted to be
an incorrect CLK, and the CLK adjustment may be slowed
down. Moreover, when the channel signal VR suffers serious
interference, the equalization filter 110 cannot fully com-
pensate the channel signal VR, so that the compensative
signal X is incomplete, and if the CDR unit 120 receives the
incomplete compensative signal X, serious offset or loss-of-
lock occurs to the phase and the frequency of the CLK of the
CDR unit 120. At this time, when the equalization filter 110
receives the normal channel signal VR and generates the
compensative signal X, the CDR unit 120 in the prior art still
repeatedly uses the phase and the frequency of the offset
CLK to sample the compensative signal X and obtain
sampling data, and a logic operation unit in the CDR unit
120 uses the sampling data for operation to gradually obtain
the phase and the frequency of the normal CLK step by step,
but cannot quickly adjust the CLK. When the circuit in the
CDR unit 120 causes serious offset or loss-of-lock of the
CLK due to noise interference, the CDR unit in the prior art
cannot quickly calibrate or adjust the phase and the fre-
quency of the CLK even if the CDR unit returns to normal
condition.

SUMMARY

The disclosure provides a device for NRZ CDR calibra-
tion, which uses a run length technique for weight calcula-
tion, so as to solve the problems of the prior art.

An objective of the disclosure is to provide a device for
NRZ CDR calibration, which includes a CDR unit and a
weight calculator unit. The CDR unit is coupled to an
equalization filter, and used for receiving a compensative
signal to generate a sampling clock signal, a data signal, an
error signal and a transition sampling signal. The weight
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2

calculator unit is coupled to the CDR unit, and used for
receiving the error signal and the data signal and then
performing weight calculation to generate weight data. The
CDR unit adjusts the sampling clock signal according to the
weight data.

Another objective of the disclosure is to provide a method
for NRZ CDR calibration, which includes: receiving a
compensative signal to generate a sampling clock signal, a
data signal, an error signal and a transition sampling signal;
performing weight calculation according to the error signal,
the transition sampling signal and the data signal to generate
weight data; and adjusting the sampling clock signal accord-
ing to the weight data.

In order to make the aforementioned and other objectives,
features and advantages of the disclosure comprehensible,
preferred embodiments accompanied with figures are
described in detail below.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention will become more fully understood
from the detailed description given herein below for illus-
tration only, and thus not limitative of the present invention,
wherein:

FIG. 1 is a functional block diagram of a communication
system,

FIG. 2 is a functional block diagram of a device for NRZ
CDR calibration of a communication system;

FIG. 3 is a first embodiment of a weight calculator unit of
a device for NRZ CDR calibration;

FIG. 4 is a second embodiment of a weight calculator unit
of a device for NRZ CDR calibration;

FIG. 5 is a timing chart of a data signal and a transition
sampling signal; and

FIG. 6 is a flow chart of a method for NRZ CDR
calibration.

DETAILED DESCRIPTION

FIG. 2 is a functional block diagram of a device for NRZ
CDR calibration of a communication system of the disclo-
sure. Please refer to FIG. 2, in which the device for NRZ
CDR calibration 105 of the communication system 200
includes a CDR unit 120 and a weight calculator unit 130.
A transmitter 101 transfers a transmission signal VX, which
becomes a channel signal VR after passing through a chan-
nel 102. The channel signal VR is compensated by the
equalization filter 110 into a compensative signal X. The
CDR unit 120 is coupled to the equalization filter 110, and
used for processing the compensative signal X to generate
an error signal E, a sampling clock signal CLK, a transition
sampling signal S and a data signal Z. The weight calculator
unit 130 is coupled to the CDR unit 120, and used for
receiving the error signal E and the data signal Z (embodi-
ment of FIG. 3), or receiving the transition sampling signal
S, the error signal E and the data signal Z (embodiment of
FIG. 4), using a run length technique to perform weight
calculation to generate weight data “we”, and adjusting the
phase and the frequency of the CLK according to the weight
data “we”.
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The disclosure provides the weight calculator unit 130 to
use the run length technique to alleviate the problems of the
prior art. For example, a binary sequence of the compensa-
tive signal X is 1111011111, and here an end portion 011111
of the sequence is used for the purpose of description; it is
defined for the purpose of run length operation that the first
code data is a and second code data is b, and if [a b]
represents lengths of run length (run length values), of a
number of successive low-order binary bits and a number of
successive high-order binary bits
data transition, the run lengths are respectively [1 5]. In
practice, it is found that the larger an absolute value
of'a minus “b” (abs(a-b)) is, if the CDR unit 120 has already
generated desirable phase and frequency of the CLK,
the less likely is the necessity for the CDR unit 120 to adjust
the phase and the frequency of the CLK. When “a” is
equal to “b” (a=b) (that is, the received successive binary
sequence is 01010101, 001100110011, 000111000111 or
0000111100001111), due to desirable distinguishability (that
is, signals 1 and O have relatively symmetrical waveforms),
adjustment can be performed quickly according to the
current sequence bits to obtain the phase and the frequency
of a good CLK. If 000111 is taken as an example, “a” is
equal to 3, “b” is equal to 3, the absolute value of a minus
“b” is 0 (abs(3-3)=0), and a desirable phase and frequency
of the CLK can be easily obtained by using the result to
adjust the phase and the frequency of the CLK.

Two embodiments of the device for NRZ CDR calibration
are described below.

FIG. 3 shows a first embodiment of the weight calculator
unit 130 of the device for NRZ CDR calibration 105 of the
disclosure. The weight calculator unit 130 of the device for
NRZ CDR calibration 105 includes a run length encoder 21
and an arithmetic calculator 22. The CDR unit 120 is
coupled to the equalization filter 110, and used for receiving
a compensative signal X and operating on sampling data of
the compensative signal X according to a CLK to generate
an error signal E, a transition sampling signal S, a data signal
Z and the CLK. The run length encoder 21 is coupled to the
CDR unit 120, and used for encoding the data signal Z into
first code data a and second code data b. The arithmetic
calculator 22 is coupled to the run length encoder 21, and
used for receiving the error signal E, the first code data a and
the second code data b, and performing arithmetic calcula-
tion to generate weight data we to the CDR unit 120. The
compensative signal X is sampled at a rising edge of the
CLK to generate a signal Y, and the signal Y is sampled at
a falling edge of the CLK to generate the data signal Z. An
exclusive OR gate 13 receives the compensative signal X
and the signal Y to generate a signal U, an exclusive OR gate
14 receives the signal Y and the data signal Z to generate a
signal D, and an adder 15 subtracts the signal D from the
signal U to provide the error signal E.

before and after

Example 1

It is assumed that the data signal Z (00001111) is input to
the run length encoder 21, and the run length encoder 21
uses the run length technique to encode the data signal to
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generate a being 4 and “b” being 4. At this time, an
operational formula of the arithmetic calculator 22 is:

we=(max_run_length-abs(a-b))*E Formula 1

The maximum run length (max_run_length) is a preset
run length value, and may be preset to be 5, and accordingly,
it is calculated according to Formula 1. (we=(5-abs(4-
4))*E) that the weight data we=5E, with a weight of 5. The
weight data we=5E is sent to the CDR unit 120, and the
weight data we=5SE will be output to a low-pass filter 16 to
filter out high frequency noises and control a voltage control
oscillator (VCO) 17. It can be seen from Formula 1 that
when “a” is equal to b, the weight data “we” is SE, indicating
that the binary sequence 00001111 of the data signal Z
contains desirable weight data we. By using the desirable
weight data we to control the VCO 17, the VCO 17 of the
CDR unit 120 can be quickly adjusted to correct phase and
frequency of the CLK.

Example 2

It is assumed that the data signal Z (011111) is input to the
run length encoder 21, and the run length encoder 21
encodes the data signal Z to generate a being 1 and “b” being
5. The arithmetic calculator 22 obtains through calculations
in accordance with to Formula 1 that the weight data
“we”=(5-abs(1-5))*E, that is, the weight data “we”=1E,
with a weight of 1. The weight data “we”=1E is sent to the
CDR unit 120, and the weight data “we”=1E is firstly output
to a low-pass filter 16 to filter out high frequency noises and
control a VCO 17. It can be seen from Formula 1 that when
“a” is 1 and “b” is 5, the weight data “we” is 1E, indicating
that the binary sequence 011111 of the data signal Z does not
contain a desirable weight data “we”. The weight data “we”
can only slightly adjust the VCO 17, and in practice, the
VCO 17 may not need to be adjusted as long as the absolute
value of the first code data a minus the second code data “b”
is too large, so as to prevent serious offset of the phase and
the frequency of the CLK due to over-adjustment.

Next, FIG. 4 shows a second embodiment of the weight
calculator unit 130 of the device for NRZ CDR calibration
105 of the disclosure. The difference between the second
embodiment of the weight calculator unit 120 of FIG. 4 and
the first embodiment of FIG. 3 lies in that, in the second
embodiment, an equalization determination unit 23 is pro-
vided to assist the weight calculator unit 130 to determine
the state of the CLK of the CDR unit 120. The weight
calculator unit 130 of the device for NRZ CDR calibration
105 includes a run length encoder 21, an equalization
determination unit 23 and an arithmetic calculator 22. The
CDR unit 120 is coupled to the equalization filter 110, and
used for receiving a compensative signal X to generate an
error signal E, a transition sampling signal S, a data signal
Z and a CLK. The run length encoder 21 is coupled to the
CDR unit 120, and used for encoding the data signal Z into
first code data a and second code data b. The equalization
determination unit 23 is coupled to the CDR unit 120, and
used for determining whether channel attenuation is over-
compensated (over EQ), or under-compensated (under EQ)
according to the transition sampling signal S and the data
signal Z, so as to generate an equalization determination
result. The arithmetic calculator 22 is coupled to the run
length encoder 21 and the equalization determination unit
23, and used for receiving the error signal E, the equalization
determination result, the transition sampling signal S, the
data signal Z, the first code data a and the second code data
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b, and performing arithmetic calculation to generate weight
data “we” and outputting the weight data “we” to the CDR
unit 120.

The equalization determination unit 23 may be a digital
accumulator, for accumulating a plurality of transition sam-
pling signals S and data signals Z and determining whether
the current situation is over EQ or under EQ, so as to
generate an equalization determination result. When the
equalization determination result is first equalization data, it
indicates over EQ, and when the equalization determination
result is second equalization data, it indicates under EQ.
Generally, the equalization determination unit 23 is used for
accumulating more than tens or hundreds of transition
sampling signals S and data signals 7, and determining
whether the compensative signal X obtained by the equal-
ization filter 110 compensating the currently received chan-
nel signal VX is over EQ or under EQ.

Next, FIG. 5 is a timing chart of the data signal Z and the
transition sampling signal S. If the input of the CDR unit 120
is a compensative signal X, , the output is a sampling clock
signal CLK,, a transition sampling signal S, and a data
signal Z,. The transition sampling signal S, is a signal
obtained by sampling the compensative signal X,, at a
negative edge of the sampling clock signal CLK,, ;, and S,, |,
represents a signal obtained by sampling the compensative
signal X,, |, at a negative edge of the sampling clock signal
CLK,, ,. At this time, the data signal Z, is a signal obtained
by sampling the compensative signal X, at a positive edge
of the clock signal CLK,, |, and sampling again at a negative
edge of the sampling clock signal CLK,, ;, and Z, ,, repre-
sents a signal obtained by sampling the compensative signal
X,,., at a positive edge of the sampling clock signal CLK,, ,
and sampling again at a negative edge of the sampling clock
signal CLK,, ,.

When the CLK of the CDR unit 120 is in a desirable state
or the CLK is already at a desirable sampling point, a
method for determining Under EQ is as follows: if a minus
“b” is larger than 0 and S,, |, is equal to Z, |, or the first code
data a minus the second code data “b” is smaller than 0 and
S,.1, is equal to Z,, that is, {[(a-b>0) & (S,,.,=Z,,_))]or[(a-
b<0) & (Sn_lzzn))]}, the compensative signal X is Under
EQ; and a method for determining Over EQ is as follows: if
a minus “b” is smaller than O and S,, | is equal to Z,,, or a
minus “b” is larger than 0 and S,,_; is equal to Z,, that is,
{[(@a-b<0) & (S,.,=Z, )]or[(a-b>0) & (S,.,=Z,)]}, the
compensative signal X is Over EQ.

If the equalization determination unit 23 determines that
the current situation is Under EQ (the second equalization
data in the equalization determination result), under the
above condition for determining Over EQ, or the equaliza-
tion determination unit 23 determines that the current situ-
ation is Over EQ (the first equalization data in the equal-
ization determination result), under the above condition for
determining Under EQ, it indicates that at this time the CLK
of the CDR unit 120 is not in a desirable state, but is in a
serious error or loss-of-lock state, and requires immediate
high-weight adjustment. The operation is as follows: the
arithmetic calculator 22 performs operations related to the
above condition for determining Over EQ or Under EQ
according to the first code data a, the second code data b, the
first equalization data, the second equalization data, the
transition sampling signal S and the data signal Z, and
compares with the determination result of the equalization
determination unit 23, so as to determine whether the current
CLK of the CDR unit 120 is in a desirable state or in a
serious error or loss-of-lock state; and if the CDR unit is in
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6

a serious error state, high-weight calibration needs to be
performed. The following are the related formulas and
conditions.

If (the first equalization data is true & {[(a-b>0)&

(8,172, D]or[(a-b<0)&(S, | =Z,)]} is true) Condition 2
calibration=max_run_length
“we”=max(max_run_length—abs(a—b),calibration)*E Formula 2
else if (the second equalization data is true & {[(a—

b<0)&(S,, =2, lor{(a-b>0) & (S, ,=Z,)]} is

true) Condition 3
calibration=max_run_length
“we”=max(max_run_length—abs(a—b),calibration)*E Formula 3
else Condition 4
calibration=0
“we”=max(max_run_length—abs(a—b),calibration)*E Formula 4

It can be seen from these related formulas and conditions
that the second embodiment of the disclosure, under the
condition of Formula 1 of the first embodiment, further
provides a determination method when the CLK of the CDR
unit 120 is not in a desirable state (in a serious error or
loss-of-lock state), and a corresponding quick calibration
mechanism.

Example 1

It is assumed that the data signal 7Z having a binary
sequence of 011001111100 is input to the run length encoder
21, in which the number of successive 0 bits after the 47 bit
is 2, that is, the first code data “a” is 2, and the number of
successive 1 bits after the 67 bit is 3, that is, the second code
data “b” is 5, and the maximum run length (max_run_
length), is set to 5. Condition 2 is true, that is, the first
equalization data is true and the condition for determining
Under EQ is true, indicating that the arithmetic calculator 22
determines that channel attenuation is under-compensated;
however, the determination result of the equalization deter-
mination unit 23 according to previous data is that channel
attenuation is over-compensated. Therefore, if Condition 2
is satisfied, it indicates that serious offset occurs to the phase
and the frequency of the current CLK of the CDR unit 120,
and in this case, a maximum calibration needs to be used for
quick adjustment and recovery, and at this time, the cali-
bration is 5. At this time, Formula 2 becomes max(5-abs
(2-5),5)*E, indicating that the absolute value of the first
code data a being 2 minus the second code data “b” being 5
is 3, the result of the maximum run length (max_run_
length), being 5 minus 3 is 2, the result being 5 is compared
with the calibration being 5, and a maximum of the two is
taken. Therefore, the arithmetic calculator 22 obtains that
the weight data “we” is SE, with a weight of 5, and then
sends the weight data “we” being 5E to the CDR unit 120 to
quickly adjust the VCO 17, so as to adjust the CLK, thereby
obtaining desirable phase and frequency.

Example 2

It is assumed that the data signal 7Z having a binary
sequence 0of 011001111100 is input to the run length encoder
21, in which “a” is 2, “b” is 5, and max_run_length is set to
be 5. Condition 4 in the arithmetic calculator 22 is satisfied
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(indicating that neither Condition 2 nor Condition 3 is
satisfied). At this time calibration=0, and accordingly For-
mula 4 becomes max(5-abs(2-5),0)*E, so the arithmetic
calculator 22 obtains that the weight data “we” is 2E, with
a weight of 2, and then sends the weight data “we” being 2E
to the CDR unit 120 to adjust the phase and the frequency
of the CLK. The weight data “we” being 2E indicates that
desirable phase and frequency of the CLK can be obtained
simply by slightly adjusting the VCO 17.

Example 3

It is assumed that the data signal Z having a binary
sequence of 0110000111100 is input to the run length
encoder 21, in which “a” is 4, “b” is 4, and max_run_length
is set to be 5. Condition 4 in the arithmetic calculator 22 is
satisfied (indicating that neither of Condition 2 and Condi-
tion 3 is satisfied). At this time calibration=0, and accord-
ingly Formula 4 becomes max(5-abs(4-4),0)*E, so the
arithmetic calculator 22 obtains that the weight data “we” is
SE, with a weight of 5, and then sends the weight data “we”
being SE to the CDR unit 120. The weight data “we” being
SE indicates that the compensative signal X has desirable
distinguishability, and the CDR unit 120 can operate by
using the compensative signal X, and use the result of
operation to enable the VCO 17 to quickly adjust the phase
and the frequency of the CLK. Therefore, the phase and the
frequency of the CLK can be quickly adjusted as long as a
successive binary sequence (01010101, 001100110011,
000111000111, or 0000111100001111) is received.

It should be noted that parameters and values of the above
formulas and conditions are not particularly limited, and the
selection of the parameters and the setting of the values may
vary with practical applications of the system.

Next, FIG. 6 is a flow chart of a method for NRZ CDR
calibration of the disclosure, which includes the following
steps.

In Step S110, a compensative signal is received to gen-
erate a sampling clock signal, a data signal, an error signal
and a transition sampling signal.

In Step S120, weight calculation is performed according
to the error signal, the transition sampling signal and the data
signal to generate weight data.

In Step S130, the sampling clock signal is adjusted
according to the weight data.

The transition sampling signal is obtained by sampling the
compensative signal at a negative edge of the sampling
clock signal, and the data signal is obtained by sampling the
compensative signal at a positive edge of the sampling clock
signal and sampling again at the negative edge of the
sampling clock signal. The step of performing the weight
calculation includes using a run length technique to encode
the data signal to generate first code data and second code
data, in which the first code data is a number of successive
low-order binary bits and the second code data is a number
of successive high-order binary bits, or the first code data is
a number of successive high-order binary bits and the
second code data is a number of successive low-order binary
bits.

While the present invention has been described by the
way of example and in terms of the preferred embodiments,
it is to be understood that the invention need not to be limited
to the disclosed embodiments. On the contrary, it is intended
to cover various modifications and similar arrangements
included within the spirit and scope of the appended claims,
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the scope of which should be accorded the broadest inter-
pretation so as to encompass all such modifications and
similar structures.

What is claimed is:

1. A device for Non Return to Zero (NRZ) Clock Data
Recovery (CDR) calibration, comprising:

a CDR unit, for receiving a compensative signal to
generate a sampling clock signal, a data signal, an error
signal and a transition sampling signal, the error signal
being output from the CDR unit; and

a weight calculator unit, separate and distinct from the
CDR unit, coupled to the CDR unit, and configured to
receive the error signal and the data signal and then
performing weight calculation to generate a weight
data;

wherein the CDR unit adjusts the sampling clock signal
according to the weight data.

2. The device for NRZ CDR calibration according to
claim 1, wherein the weight calculator unit comprises: a run
length encoder, coupled to the CDR unit, for encoding the
data signal into a first code data and a second code data,
wherein the first code data is a number of successive
low-order binary bits, and the second code data is a number
of successive high-order binary bits; and an arithmetic
calculator, coupled to the run length encoder and the CDR
unit, for receiving the error signal, the first code data and the
second code data, and performing arithmetic calculation to
generate the weight data.

3. The device for NRZ CDR calibration according to
claim 2, wherein the arithmetic calculator generates a weight
of the weight data according to an absolute value of a
difference between the first code data and the second code
data.

4. The device for NRZ CDR calibration according to
claim 3, wherein the larger the absolute value of the differ-
ence between the first code data and the second code data is,
the smaller the weight is.

5. The device for NRZ CDR calibration according to
claim 3, wherein the arithmetic calculator generates the
weight according to a run length value minus the absolute
value of the difference between the first code data and the
second code data.

6. The device for NRZ CDR calibration according to
claim 1, wherein the weight calculator unit receives the error
signal, the transition sampling signal and the data signal and
then performs the weight calculation to generate the weight
data, and the weight calculator unit comprises: a run length
encoder, coupled to the CDR unit, for encoding the data
signal into a first code data and a second code data, wherein
the first code data is a number of successive low-order
binary bits, and the second code data is a number of
successive high-order binary bits; an equalization determi-
nation unit, coupled to the CDR unit, for determining
whether channel attenuation is over-compensated or under-
compensated according to the transition sampling signal and
the data signal, so as to generate an equalization determi-
nation result; and an arithmetic calculator, coupled to the run
length encoder, for receiving the error signal, the equaliza-
tion determination result, the transition sampling signal, the
data signal, the first code data and the second code data, and
performing arithmetic calculation to, generate the weight
data.

7. The device for NRZ CDR calibration according to
claim 6, wherein the equalization determination unit is a
digital accumulator, for accumulating the transition sam-
pling signal and the data signal to generate the equalization
determination result.
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8. The device for NRZ CDR calibration according to
claim 6, wherein the arithmetic calculator generates a weight
of the weight data according to an absolute value of a
difference between the first code data and the second code
data.

9. The device for NRZ CDR calibration according to
claim 6, wherein the arithmetic calculator generates an
equalization condition determination result according to the
transition sampling signal, the data signal, the first code data
and the second code data, compares the equalization con-
dition determination result with the equalization determina-
tion result to generate a determination result, and generates
a weight of the weight data according to the determination
result and an absolute value of a difference between the first
code data and the second code data.

10. The device for NRZ CDR calibration according to
claim 6, wherein the arithmetic calculator compares a run
length value minus an absolute value of a difference between
the first code data and the second code data with a calibra-
tion data, and uses the larger one of the two to generate a
weight of the weight data.

#* #* #* #* #*
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